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Installation Notice 

BS15010906.ZX 

Diagram 

Installing Steps 

The installation diagram is only for reference and subject to the real objects. 

  

 

Operation Notice 

1. Install the faucet only after the completion of house interior decoration in case paint or  
    other chemicals erode the faucet surface.  
2. After installation, check all the joints to make sure they are firmly connected. Then the  
    product is ready for normal use. 
3. Keep the manual to the user. 
 

1. Do not hang heavy things on the faucet. 
2. Regularly clean the surface of faucet in neutral wash solution. Then dry it with a piece  
    of soft cotton cloth to keep it bright. 
3. Do not disassemble the product unless you are an expert. 
 

1. Drill two Ø8 holes in the wall at the height of 1.3m off the floor, then drill two Ø8 holes 
    600mm higher than water pipes, insert the anchors. 
2. Fix the two mounting pieces onto the wall with self-tapping screws, fit the slide rail and 
    tighten it with the setscrews. 
3. Connect the shower hose and the handshower. 
4. Turn on water for inspection. 
 

Finished Wall 
Handshower 

Shower Hose 
Slide Rail Set 

Self-tapping Screw 
Mounting Piece 

Anchor Ø 8 Hole 

Setscrew 

Finished Floor 

Installation Notice 

BS15010906.ZX 

Diagram 

Installing Steps 

The installation diagram is only for reference and subject to the real objects. 

  

 

Operation Notice 

1. Install the faucet only after the completion of house interior decoration in case paint or  
    other chemicals erode the faucet surface.  
2. After installation, check all the joints to make sure they are firmly connected. Then the  
    product is ready for normal use. 
3. Keep the manual to the user. 
 

1. Do not hang heavy things on the faucet. 
2. Regularly clean the surface of faucet in neutral wash solution. Then dry it with a piece  
    of soft cotton cloth to keep it bright. 
3. Do not disassemble the product unless you are an expert. 
 

1. Drill two Ø8 holes in the wall at the height of 1.3m off the floor, then drill two Ø8 holes 
    600mm higher than water pipes, insert the anchors. 
2. Fix the two mounting pieces onto the wall with self-tapping screws, fit the slide rail and 
    tighten it with the setscrews. 
3. Connect the shower hose and the handshower. 
4. Turn on water for inspection. 
 

Finished Wall 
Handshower 

Shower Hose 
Slide Rail Set 

Self-tapping Screw 
Mounting Piece 

Anchor Ø 8 Hole 

Setscrew 

Finished Floor 


